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Tillykke med din Wallume One
Med den har du fået et helt unikt dansk produceret opbevaringssystem, der er fremstillet i de 
bedste materialer og den højeste kvalitet. Kompaktlaminat er et 100 % formstabilt og farveæg-
te materiale, der vil fremstå uændret efter mange års brug. 

Wallume One kan sammensættes på uendelig mange måder – kun fantasien sætter grænser 
for, hvordan dine Wallume One skal kombineres og ophænges. Serien består i kasser med 
og uden låger, i et væld af størrelser, farver og materialer så muligheden for at bygge videre 
er uendelig. 

Congratulations on choosing Wallume One.
You now have a completely unique Danish manufactured storage unit, made from the best 
materials and in the highest quality. The compact laminate is a 100% dimensionally stable and 
colourfast materials that will appear unchanged after many years use.

Wallume One can be assembled in countless ways - only your imagination limits how your
Wallume One can be combined and mounted. The series consists of boxes with and without 
doors, in a variety of sizes and an array of different colours, providing endless possibilities for 
further development.
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Monteringsvejledning/Installation instructions

Marker ved hjælp af et vat-
terpas, hvor der skal bores.
Mark out where the holes 
need to be drilled, use a 
spirit level.

Bor huller
Drill the holes

Brug medfølgende plugs til 
montage.
Use the enclosed raw plugs 
for mounting.
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Belastning/Load
Wallume One er designet
til at kunne bære op til 25 kg. 
Wallume One is designed to 
be able to carry up to 25 kg.  

Skru ophænget op med de 
medfølgende skruer.
Fasten the rail using the 
screws enclosed.

Monter Wallume One kas-
sen på ophænget.
Place the Wallume One box 
on the rail.



Rengøring
Din nye Wallume One kan rengøres med alle almindelige rengøringsmidler opløst i håndvarmt 
vand. Den kan evt. tørres efter med en tør klud for at undgå striber. Du kan efter behov foreta-
ge en grundig rengøring med laminatrens.
Bemærk! Slibende rengøringsmidler (skurepulver, ståluld etc.) må ikke anvendes. 
Genstridige pletter kan fjernes med terpentin eller acetone. Evt. kalkaflejringer kan fjernes med 
en mild eddikesyreopløsning. 

Pletter 
Bemærk, at især lyse laminater kan misfarves af rødvin og kraftige frugtfarver. For at undgå 
misfarvning skal de fjernes omgående.

Bemærk!
Selvom højtrykslaminat har en hel lukket overflade, der kan modstå næsten alt, så undgå 
skarpe og spidse genstande og sæt ikke fyrrefadslys eller andre varmekilder direkte på hyl-
derne. 

Reklamation
Skulle du mod forventning ikke være tilfreds med din nye Wallume One, så kontakt forhand-
leren eller Wallume direkte. 



Cleaning
Your new Wallume One can be cleaned using ordinary household detergents diluted in luke-
warm water, then wipe over with a dry cloth if necessary to avoid smears. If and when needed, 
clean thoroughly with Laminate Cleaner.
Note! Abrasives such as scouring powder and steel wool etc. must not be used.
Stubborn stains can be removed using mineral spirits or acetone. Limescale may be removed 
with a mild solution of acetic acid.

Stains

Please note, especially light coloured laminates can be stained by red wine and strong food
colouring. Remove and wipe off any spills immediately to avoid staining.

Note!

Even though HPL has a completely closed surface that can withstand almost anything, avoid
placing sharp objects and candles, tea lights or other heat sources directly on the boxes. 

Complaints

Should you, against our expectation, for any reason be dissatisfied with your Wallume One,
please contact the supplier or Wallume directly.




